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The magnetic domain patterns of amorphous bilayered FeSiB/FeNbSiB and FeNbCuSiB/CoSiB ribbons are observed and analysed
using the magneto-optical Kerr microscopy (MOKM) and magnetic force microscopy (MFM). Both microscopic techniques are
highly sensitive to the sample surface; possibility of Kerr microscopy to visualize the domains separately in both layers is achieved
by focusing the laser spot on the ribbon cross section. Wide curved domains as well as fine fingerprint domains were detected at
the surface of ribbons due to presence of local stresses coming from the preparation process. With respect to high lateral resolution
of MFM and its out-of-plane magnetization sensitivity, the perpendicularly magnetized crossed stripe domain patterns can be
selected as well. Coiling of the ribbons on the half-round-end sample holder is often used to induce and control the magnetic
anisotropy of these alloys. Changes in the magnetic domain structure at the outer-coiled surface and its dependence on the sign of
magnetostriction coefficient are discussed in detail. Finally, the MFM images in the presence of external in-plane magnetic field up
to ±40 kA/m are shown.
1. Introduction
The amorphous and/or nanocrystalline alloys are deeply
examined by many research teams world-wide due to their
excellent softmagnetic properties [1, 2].They are produced in
many forms and geometries (ribbons, wires, and thin films)
by various techniques [1, 3, 4]. Besides other fabrication
methods suitable for production of soft magnetic materials
the planar flow casting (PFC) is referred to as most utilizable
[5].
Recently, the innovations of PFC technology connected
with the integration of double-nozzle allow the prepara-
tion of bilayered (BL) and/or multilayered (ML) functional
materials. They are used mainly in sensor applications, like
deflection sensors [6] and displacement sensors [7] and
also as ferromagnetic shape-memory alloys [8] or as alloys
with enhanced magnetocaloric [9] and GMI effect [10]. The
initial production of monolithic BL system started back in
the 1990s, where two compositions of FeNiB/CoFeCrSiB
were put together [11]. Promising step towards the devel-
opment of such structures resulted in the inhomogeneous
properties of mentioned layers mainly due to the fact that
both compositions were separated in two crucibles during
the injection on rotating wheel. Consequent efforts led to
the production of BL ribbons involving one crucible with
separated chambers for production of bilayered ribbons,
where two melts are cast almost at the same time. Since that
time, the preparation process has been significantly improved
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Table 1: Basic structural andmagnetic characteristics of the FeSiB/FeNbSiB and FeNbCuSiB/CoSiB samples:𝐻
𝑐
: coercive field,𝑀
𝑠
: saturation
magnetization, 𝜆
𝑠
: magnetostriction coefficient, R
𝑎
: arithmetic average height, d: average interface thickness,𝑇
𝑐
: Curie temperature, and𝑇cryst:
crystallization temperature.
Side 𝐻𝑐
[A/m]
𝑀
𝑠
[Am2/kg]
𝜆
𝑠
[ppm]
𝑅
𝑎
[nm]
𝑑
[𝜇m]
𝑇
𝑐
[K]
𝑇cryst
[K]
FeSiB/FeNbSiB air/wheel 19.2 166.2 +32/+11.8 4/161 1–5 720 750
FeNbCuSiB/CoSiB air/wheel 18.4 104.7 +18/−2.6 13/47 1–5 700 800
[6] leading to better homogeneity of the layers and interface
[12]. Particular applications of these materials are closely
related to the magnetic anisotropy originated in the bulk and
on the surface during the ribbon preparation process [13].
However, the changes of magnetic anisotropy in these soft
magnetic materials are reflected by the magnetic domain
patterns.
Nowadays, the magnetic force microscopy (MFM) is
advanced well established surface-sensitive technique for
magnetic domain observations in a variety of magnetic
materials (e.g., recordingmedia [14], particles [15], nanocom-
posites [16, 17], amorphous and/or nanocrystalline alloys [18–
20], and thin films [21]). It is considered as easy available
micromagnetic method with sufficient resolution; on the
other hand, quantitative expertise of MFM images remains
debatable and still very challenging. Soft magnetic materials
studied by MFM are very sensitive to the perturbation effects
of the tip (thin ferromagnetic films) or sample stray fields
and their mutual changes during measuring process. As a
consequence the domain structures are occasionally hard to
interpret. Anyway, there is an optical technique based on
magneto-optical Kerr effect (MOKE) suitable for detection of
surface magnetic properties in these alloys. Surface magnetic
anisotropy and depth sensitivity are often investigated by
measuring the MOKE hysteresis loops [22, 23]. Magnetic
domains from the near-surface region are observed using the
magneto-optical Kerr microscopy (MOKM) based on light
polarization and its change after reflection from the sample
surface [24]. The resolution achieved by MOKM compared
to the MFM is lower and strictly limited by the resolution
of an optical element (objective). Despite this the MOKM
offers fast measurements directly sensitive to the sample
magnetization with sufficient contrast of magnetic images
and therefore could serve as a proper tool for interpreting
MFM response. The combination of both techniques has
been successfully presented, for example, on Co and NdFeB
crystals [25], where the force sensor was integrated into
the objective revolver of an optical polarization microscope,
on Fe-Ga bulk alloys [26], or on a single iron crystal
[27].
The aim of the paper is complex observation and analysis
of magnetic domains in bilayered FeSiB/FeNbSiB and FeN-
bCuSiB/CoSiB amorphous ribbons. We benefit from high
resolution of MFM setup compared with MOKM flexibility
and direct interpretation of domain images. MOKM tech-
nique is used to detect the induced magnetic anisotropy
that is changing during the ribbon fixing on the half-round-
end sample holder. Possibility of obtaining magneto-optical
contrast at the cross section of both bilayered samples is
presented. MFM domain patterns without and with the pres-
ence of external magnetic field are also deeply investigated.
2. Materials and Methods
As-cast, 36 𝜇m thick and 8mm wide, amorphous
bilayered Fe
77.5
Si
7.5
B
15
/Fe
74.5
Nb
3
Si
13.5
B
9
(BL-FF) and
Fe
73.5
Nb
3
Cu
1
Si
13.5
B
9
/Co
72.5
Si
12.5
B
15
(BL-FC) ribbons were
prepared by PFC technique using crucible divided into
two chambers [6]. During the preparation process FeSiB
and FeNbCuSiB layers of the sample were in contact with
surrounding atmosphere (air side), while the opposite
FeNbSiB and CoSiB layers were in contact with rotating
wheel (wheel side). As confirmed by the X-ray diffraction
(XRD) the ribbons are fully amorphous [13]. Basic structural
and magnetic parameters of ribbons are summarized in
Table 1.
Magnetic domains were investigated by two surface-
sensitive techniques. Magneto-optical Kerr microscopy
(MOKM) consists of specially designed polarization mi-
croscope for direct observation of magnetic domains; see
schematic description in Figure 1. The white light from
the Xe lamp passes through the system of optical elements
composed of aperture diaphragm, polarizer, and polarization
objective and incidents of the sample surface. Reflected light
goes through the analyser almost crossed with the polarizer.
Such arrangement is necessary for optimal domain contrast
that is obtained by subtracting two images. Firstly we apply
the magnetic field 𝐻
𝑠
necessary to saturate the sample and
the surface image is stored as a reference. Then the value
of magnetic field is gradually decreased and we observe the
difference between the actual image at applied magnetic field
𝐻 < 𝐻
𝑠
and reference. In most cases the MOKM domains
were investigated in remnant state, that is, after switching
off the magnetic field (H = 0). Sensitivity to individual
magnetization components can be adjusted using the
aperture diaphragm. Opening and closing of the diaphragm
enable illuminating different areas of the conoscopic image,
“Maltese cross,” occurring in the microscope back focal
plane. As seen in Figure 1 at all MOKM experiments the light
was screened to incident the edge part of conoscopic image
and in this way the sensitivity to magnetization components
lying in the ribbon plane (longitudinal, longitudinal with
transversal sensitivity) was obtained. However, it is well
known that out-of-plane (polar) magnetization component
is also present due to oblique angle of light incidence.
Subplots (I) and (II) show the orientation of the BL ribbon
while measured with respect to the incoming light. To
visualize the magnetic patterns at the cross section of the BL
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Figure 1: (a) Schematic description of magneto-optical Kerr microscope. Subplots (I) and (II) correspond to the surface and cross-sectional
orientation of the samples with respect to the incoming light. In both cases the external magnetic field was applied along the 𝑥-axis of the
coordinate system. (b) Sensitivity to in-plane magnetization components was ensured by the stop positions of aperture diaphragm.
Table 2: Basic parameters of the cantilever.
Cantilever
length (𝜇m)
Cantilever width
(𝜇m)
Cantilever thickness
(𝜇m)
Resonance frequency
(kHz)
Force constant
(N/m)
225 32 2.5 50–70 1–1.6
Curvature radius: 40 nm; magnetic coating: CoCr (thickness about 40 nm).
ribbon, the special sample holder was fabricated [12]. Vertical
position of the sample is ensured by plastic clamp mounted
into the acrylic case. The surface of the cross section of the
BL ribbon was treated by grinding wheel with fine grain
sizes and additionally polished for 1 hour using the Vibromet
machine.
MOKM magnetic domain investigation was supple-
mented by atomic/magnetic force microscopy (AFM/MFM)
measurements with and/or without external magnetic field.
The AFM/MFM experiments were carried out in air at room
temperature with the scanning probe microscopy (SPM)
platform (Ntegra Prima, NT-MDT, Russia) using the Co-
Cr coated cantilevers (see Table 2) in semicontact (tapping-
lift) mode. The tips were magnetized perpendicularly to the
sample surface and MFM senses the vertical component of
the derivative of force between the sample and the tip. The
coercivity of the tips is up to 16 kA/m. Firstly, the topography
of specimen is obtained, and then the magnetic contrast is
achieved by lifting the probe into the distance of 250 nm
above the surface. All images have been collected both at
remnant state and/or as a function of external magnetic
field.
The AFM/MFM setup takes advantage from longitudinal
magnetic field generator (electromagnetic coil) that is able
to create the magnetic field along the sample surface up to
80 kA/m (see Figure 2). To suppress the influence of metal
parts on probe position while operated in magnetic field,
the measuring head and exchangeable mount are made from
nonmagnetic materials.
Magnetic pole
Measuring head
Sample
Probe
Hall sensor
AFM/MFM
 with external
 magnetic field
z
x
Figure 2: Schematic draft of AFM/MFM setup specially designed
for measurements in external magnetic field generated along the 𝑥-
axis.
3. Results and Discussion
3.1. Magneto-Optical Kerr Microscopy. The surface domains
of BL-FF and BL-FC samples measured by MOKM are given
in Figure 3. As it is typical for amorphous ribbons we can
distinguish two types of domain pattern.The origin of each is
closely related to the preparation process leading to the intro-
duction of local stresses. Fingerprint-like domains observed
at air sides of both samples are understood as surface closure
domains based on compressive tension. Their occurrence
indicates the presence of out-of-plane magnetization com-
ponent and local magnetic anisotropy perpendicular to the
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Figure 3: Surface magnetic domains obtained by MOKM at BL-FF (a) and BL-FC (b) ribbons in remnant state.
ribbon surface deeply in the bulk. In the near-surface region
(a few tens of nm) the Kerr microscopy is sensitive mainly to
their in-plane magnetization component. Presence of weak
out-of-plane component can be easily verified at normal light
incidence configuration, when the MO contrast practically
diminishes. Contrary the wide curved domains originate as
a consequence of tensile stress and follow the in-plane easy
magnetization axis. Due to higher roughness on the wheel
side of the samples (see Table 1), where themagnetic domains
are overlapped by irregularities and structural defects coming
from preparation, it is more complicated to visualize the
magnetic pattern. There are no fingerprint domains; there is
only the glimpse of wide domains that traces the direction of
magnetization within the ribbon plane.
Generally we can say that each ribbon place will have
its own unique magnetic domain structure reflecting on
the one hand stresses coming from preparation process and
on the other hand postpreparation treatment. Differences
between the ribbons and their sides are visible from Figure 3.
Due to preparation process the investigated BL-FF and BL-
FC ribbons exhibit low coiling either with the air or wheel
side out. Their uncoiling on the planar sample holder used
for magnetic domain observations and the sign of mag-
netostriction coefficient of corresponding ribbon layer (see
Table 1) are responsible for random fluctuations of the easy
magnetization axis on the ribbon surface. Due to mentioned
factors (i) the wide stripe domains have directions close to the
ribbon axis on both sides of BL-FF ribbon, while on the wheel
side of BL-FC sample they are rather perpendicular to it, and
(ii) fingerprint-like domains corresponding to the prevailing
planar compressive stress are visible partly on the BL-FF air
surface and almost everywhere on the BL-FC air surface.
Figure 4 shows the possibility of controlling the induced
magnetic anisotropy due to coiling of the ribbons into
the half-round-end sample holder of diameter 13mm. The
measurements were done at the outer tensile-stressed side of
the BL-FC sample, while the inner side was exposed to the
planar compressive stress. MOKE surface-sensitive hysteresis
loops with the magnetic field applied along the ribbon axis
(Figure 4(a)) as well as the changes of domain patterns
(Figure 4(b)) in comparison to the nonstressed samples
clearly confirm the origin of easy and hardmagnetization axis
on the air and wheel side due to coiling. Different magnetic
behaviour observed at both sides is connected, however, with
nonidentical size and sign of magnetostriction coefficients
(see Table 1). Similarly, positive sign of𝜆
𝑠
in both layers of BL-
FF ribbon induces the easy magnetization axis in the ribbon
axis at both surfaces.
The magnetic behaviour observed at the ribbon interface
using theMOKM is shown in Figure 5. Movement of domain
walls in the BL-FF sample is presented at Figure 5(a), while
magnetic domains observed in remnant state of BL-FC
ribbon are shown in Figure 5(b). The patterns were obtained
in the longitudinal configuration, where the plane of light
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Figure 4: Magneto-optical hysteresis loops (a) and domain patterns (b) of the coiled BL-FC ribbon (toroid, 13mm in diameter). Left and
right subplot correspond to the coiling with the air and wheel side out, respectively. The loops and domains are measured from the outer
sides.
incidence is parallel with magnetic field applied along the
interface between layers. As was already discussed in the
previous papers [13, 28] the behaviour of magnetic domains
is influenced mainly by the magnetostriction of individual
layers. Both layers of BL-FF sample have positive magne-
tostriction coefficients and domains propagate separately in
each of them. The domains move as whole blocks from
surface towards the interface (or vice versa) with walls
parallel to the ribbon interface. BL-FC sample consists of the
layers with magnetostriction of opposite signs and exhibits
higher tendency to coiling. Typical domain patterns similar
to the “chess-board” with alternating black and white (grey)
fields are detected. Domains are separated by the walls
that are perpendicular to the interface inside the layer and
touch the interface on the boundary between layers avoiding
the domain propagation in the second layer. Movement of
domains along the interface is observed contrary to the BL-FF
sample.
3.2. Magnetic Force Microscopy. Due to higher roughness of
the ribbonwheel sides (see Table 1) only the air sides of BL-FF
(FeSiB side) and BL-FC (FeNbCuSiB side) samples have been
investigated by AFM/MFM.
Figures 6 and 7 show the experiments without the
presence of external magnetic field, where (a) corresponds to
the AFM topography and (b) corresponds to the magnetic
image (phase shift, MFM). The BL-FF structure (Figure 6)
consists of crossed stripe domains. The orientation of mag-
netization in bright and/or murky regions is very similar
to the fingerprint ones measured by MOKM, indicating the
local perpendicular anisotropy. Sensitivity of MFM to out-
of-plane magnetization components has been published by
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Figure 5: MOKM magnetic domain patterns observed at cross section of BL-FF (a) and BL-FC (b) ribbon. The dependence on applied
magnetic field is shown for BL-FF sample, while the domains obtained from two places in remnant state are presented for BL-FC sample.
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Figure 6: The surface topographies (AFM (a)) and their corresponding magnetic images (phase shift, MFM (b)) observed from the air side
of FeSiB/FeNbSiB (BL-FF) sample. 3D images are presented at lower subplots. Apart from a clear magnetic domains structure, a few artefacts
due to protrusions on the surface structure comparable to the lift of the tip in theMFM second pass (250 nm) can be seen inmagnetic images.
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Figure 7: The surface topographies (AFM (a)) and corresponding magnetic images (phase shift, MFM (b)) observed from the air side of
FeSiNbCuB/CoSiB (BL-FC) sample.
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Figure 8: (a) Sensitivity of MFM to the in-plane and out-of-plane magnetization components at the surface of bilayered ribbons. (b) Tip
influence area in the case of cross stripe structure.
many authors analysing the properties of magnetic materials
[17, 21, 26, 27].
However, there are also places, where the crossed stripe
domains completely vanish. Those regions can be found on
the surfaces of both ribbons. An example of such situation is
depicted in the case of BL-FC sample (Figure 7). We expect
that in these places the wide curved domains observed by
the MOKM are present, but they have not been detected by
MFM probably due to their large size (see MOKM experi-
ments) and low sensitivity of MFM to locally homogeneous
magnetic field and in-planemagnetization components. Both
mentioned cases on the surface of amorphous ribbons are
schematically sketched in Figure 8(a). Nevertheless, the situ-
ation presented in Figure 7 is not quite clear. Although MFM
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Figure 9: SelectedMFM images of BL-FF surfacewith applied externalmagnetic field𝐻ext.Thedirection of𝐻ext is indicated by the arrows.The
bottom figure is divided into two parts each corresponding to the positive and negative values of applied field during the same measurement,
respectively.
image is closely related to the topography, it is unlikely that
the observed fluctuations are just topography artefacts, as
the second pass MFM lift height was high above the surface
structures (250 nm) and the influence of the topography
should be suppressed.
Figure 8(b) schematically explains low MFM contrast of
observed cross stripe domains. It is generally known that,
to minimize the magnetoelastic anisotropy energy of the
system, the closure domains are formed in small areas close
to the surface. Therefore, the out-of-plane domains pass
continuously into the in-plane domains in the near-surface
region and the whole pattern looks like a horseshoe. For
cross stripe structure the horseshoe is very broad and the
tip influence area reflects only its apex. Therefore one can
see the surface closure domains having greater in-plane and
weaker out-of-planemagnetization components.MFMphase
contrast is then much weaker due to low interaction between
the tip and the surface. These results are in good agreement
with MOKM detection of fingerprint domains.
In Figure 6 the BL-FF ribbon was investigated without
the presence of external magnetic field. The same place was
used for analysis of MFM domains with an applied in-plane
external magnetic field 𝐻ext. Results are shown in Figure 9.
The direction of 𝐻ext is indicated by the arrows. The bottom
figure is divided into two parts each corresponding to the
positive and negative values of applied field during the same
measurement, respectively, where upper and lower row of
images refer to the domain structure obtained for positive and
negative values of𝐻ext = 4, 8, 16, and 40 kA/m. Because both
the sample and the tip are exposed to the in-plane external
magnetic field, their out-of-planemagnetization components
become weaker at the expense of increasing the in-plane
ones. This influences the magnetic interaction between the
tip and the sample and stripe domain patterns differ from
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that observed without applied𝐻ext. One can see slow broad-
ening of the stripes with increasing 𝐻ext. At 16 kA/m the
sample is partly saturated and themagnetic domain structure
completely disappeared after reaching 40 kA/m. Then the
external magnetic field was switched off (remnant state) and
its amplitudewas further increasedwith the opposite polarity.
However, the remnant magnetization of the sample from
the previous step is responsible for changes in the domain
patterns in comparison to the positivemagnetic field polarity.
Therefore, stripe domain arrangement is visualized even
at 40 kA/m showing practically symmetric zig-zag domain
pattern.
4. Conclusions
Combination of magneto-optical Kerr microscopy (MOKM)
andmagnetic forcemicroscopy (MFM)was successfully used
for observations of magnetic domain patterns at surfaces
and at cross section of bilayered FeSiB/FeNbSiB and FeN-
bCuSiB/CoSiB ribbons. The following types of domains have
been detected and discussed.
Fingerprint Domains. Surface closure domains indicating
the presence of out-of-plane magnetic anisotropy in the
ribbon bulk, coming from local planar compressive stresses
originated during the ribbon preparation. MOKM shows
high surface magnetic contrast arising from strong in-plane
magnetization component and weak out-of-plane magneti-
zation component; MFM exhibits lower magnetic contrast
due to the sensitivity to weak out-of-plane magnetization
component. MFM response completely vanishes in external
magnetic field of 40 kA/m due to the ribbon saturation.
Wide Curved Domains. In-plane magnetic domains coming
from local tensile stresses, their directions reflect random
orientation of local in-plane easy magnetization axis on the
surface. MOKM detects wide curved domains at the outer
tensile-stressed side thanks to the sensitivity to in-planemag-
netization component; practically no corresponding MFM
response was observed.
Conflicts of Interest
The authors declare that there are no conflicts of interest
regarding the publication of this paper.
Acknowledgments
The authors thank Dr. D. Janicˇkovicˇ (Institute of Physics,
SAS Bratislava, SK) for sample production. This work was
supported by the IT4Innovations Excellence in Science (Reg.
no. LQ1602), by Projects SP 2017/42 and SP 2018/43, and
by the scientific researchers of higher education institutions
within the State Task of the Russian Federation no. 2014/236.
References
[1] A. Inoue and K. Hashimoto, Amorphous and Nanocrystalline,
Springer, Berlin Heidelberg Materials, 2001.
[2] K. Russew and L. Stojanova, “Glassy Metals,” Glassy Metals, pp.
1–262, 2016.
[3] M. Jimbo, Y. Fujiwara, and T. Shimizu, “Improvement of
thermal stability of amorphous CoFeSiB thin films,” Journal of
Applied Physics, vol. 117, no. 17, Article ID 17A313, 2015.
[4] N. A. Yudanov, S. A. Evstigneeva, L. V. Panina, A. T.Morchenko,
A. Zhukov, and X. H. Peng, “Temperature dependence of the
off-diagonal magnetoimpedance in sensor configuration uti-
lizing Co-rich amorphous wires,” Physica Status Solidi (a) –
Applications and Materials Science, vol. 213, no. 2, pp. 372–376,
2016.
[5] H. Fredriksson, S. Savage, and M. Nygren, Rapidly Quenched
Materials, Elsevier, Amsterdam, Netherlands, 1991.
[6] A. Mitra, R. K. Roy, B. Mahato et al., “Development of FeSiB/
CoSiB bilayered melt-spun ribbon melt-spinning technique,”
Journal of Superconductivity and Novel Magnetism, vol. 24, no.
1-2, pp. 611–615, 2011.
[7] L. Mehnen, P. Sˇvec, H. Pfu¨tzner, and P. Duhaj, “Displacement
sensor based on an amorphous bilayer including a magne-
tostrictive component,” Journal of Magnetism and Magnetic
Materials, vol. 254-255, pp. 627–629, 2003.
[8] D. Imamura, T. Todaka, and M. Enokizono, “Fe-Mn-Si/
6.5wt%Si-Fe bilayer ribbons produced by using the melt-
spinning technique,” IEEE Transactions on Magnetics, vol. 47,
no. 10, pp. 3184–3187, 2011.
[9] M. Krautz, J. Hosko, K. Skokov et al., “Pathways for novel mag-
netocaloric materials: A processing prospect,” Physica Status
Solidi (c) – Current Topics in Solid State Physics, vol. 11, no. 5-
6, pp. 1039–1042, 2014.
[10] M. Varga, J. Marcin, M. Capik, D. Janicˇkovicˇ, P. Sˇvec, and
I. Sˇkorva´nek, “Magnetoimpedance Effect in Field Annealed
(FeNi)78Nb 7B15 amorphous and nanocrystalline bilayer rib-
bons,” Acta Physica Polonica A, vol. 126, no. 1, pp. 122-123, 2014.
[11] L. Kraus, V.Hasˇlar, K. Za´veˇta, J. Pokorny´, P. Duhaj, andC. Polak,
“An amorphousmagnetic bimetallic sensormaterial,” Journal of
Applied Physics, vol. 78, no. 10, pp. 6157–6164, 1995.
[12] O. Zˇivotsky´, A. Titov, Y. Jira´skova´ et al., “Full-scale magnetic,
microstructural, and physical properties of bilayered CoSiB/
FeSiB ribbons,” Journal of Alloys and Compounds, vol. 581, pp.
685–692, 2013.
[13] O. Zˇivotsky´, A. Titov, Y. Jira´skova´ et al., “Surface and bulk mag-
netic anisotropy in bilayered CoSiB/FeNbCuSiB and FeNbSiB/
FeSiB ribbons,” Journal of Alloys and Compounds, vol. 681, pp.
402–411, 2016.
[14] D. Rugar, H. J. Mamin, P. Guethner et al., “Magnetic force
microscopy: General principles and application to longitudinal
recording media,” Journal of Applied Physics, vol. 68, no. 3, pp.
1169–1183, 1990.
[15] A. De Lozanne, “Application of magnetic force microscopy
in nanomaterials characterization,” Microscopy Research and
Technique, vol. 69, no. 7, pp. 550–562, 2006.
[16] G. A. Gibson and S. Schultz, “Magnetic force microscope study
of the micromagnetics of submicrometer magnetic particles,”
Journal of Applied Physics, vol. 73, no. 9, pp. 4516–4521, 1993.
[17] W. Szmaja, J. Grobelny, M. Cichomski, S. Hirosawa, and Y.
Shigemoto, “Magnetic force microscopy investigation of the
domain structure of nanocomposite Nd
2
Fe
14
B/Fe
3
B magnets,”
Acta Materialia, vol. 59, no. 2, pp. 531–536, 2011.
[18] H. J. Mamin, D. Rugar, J. E. Stern, R. E. Fontana Jr., and P.
Kasiraj, “Magnetic force microscopy of thin Permalloy films,”
Applied Physics Letters, vol. 55, no. 3, pp. 318–320, 1989.
10 Scanning
[19] M. S. Valera, S. L. Tomlinson, G. P. Heydon et al., “Magnetic
force microscopy of soft magnetic materials,” Journal of Mag-
netism and Magnetic Materials, vol. 157-158, pp. 555-556, 1996.
[20] W. Rave, L. Belliard, M. Labrune, A. Thiaville, and J. Miltat,
“A Magnetic Force Microscopy Analysis of Soft Thin Film Ele-
ments,” IEEETransactions onMagnetics, vol. 30, no. 6, pp. 4473–
4478, 1994.
[21] D. Wu, T. Jin, Y. Lou, and F. Wei, “Understanding the dense
stripe domains in soft magnetic film,” Applied Surface Science,
vol. 346, pp. 567–573, 2015.
[22] O. Zˇivotsky´, K. Postava, M. Foldyna, J. Pisˇtora, and L. Kraus,
“Magneto-optic vector magnetometry of CoFeCrSiB amor-
phous ribbons,” Journal of Applied Physics, vol. 99, no. 8, Article
ID 08F107, 2006.
[23] O. Zˇivotsky´, A. Hendrych, L. Klimsˇa et al., “Surface microstruc-
ture and magnetic behavior in FeSiB amorphous ribbons
from magneto-optical Kerr effect,” Journal of Magnetism and
Magnetic Materials, vol. 324, no. 4, pp. 569–577, 2012.
[24] J. McCord, “Progress in magnetic domain observation by
advanced magneto-optical microscopy,” Journal of Physics D:
Applied Physics, vol. 48, no. 33, Article ID 333001, 2015.
[25] W. Rave, E. Zueco, R. Scha¨fer, and A. Hubert, “Observations
on high-anisotropy single crystals using a combined Kerr/
magnetic forcemicroscope,” Journal ofMagnetism andMagnetic
Materials, vol. 177-181, no. 2, pp. 1474-1475, 1998.
[26] C. Mudivarthi, S.-M. Na, R. Schaefer, M. Laver, M. Wuttig, and
A. B. Flatau, “Magnetic domain observations in Fe-Ga alloys,”
Journal of Magnetism and Magnetic Materials, vol. 322, no. 14,
pp. 2023–2026, 2010.
[27] T. Go¨ddenhenrich, U. Hartmann, M. Anders, and C. Heiden,
“Investigation of Bloch wall fine structures by magnetic force
microscopy,” Journal of Microscopy, vol. 152, no. 2, pp. 527–536,
1988.
[28] A. Titov, O. Zivotsky, Y. Jiraskova, A. Hendrych, J. Bursik, and P.
Svec, “Influence of Magnetostriction on Cross-Sectional Mag-
netic Properties in Bilayered Ribbons,” IEEE Transactions on
Magnetics, vol. 50, no. 11, 2014.
Hindawi
www.hindawi.com Volume 2018
 Active and Passive  
Electronic Components
Hindawi
www.hindawi.com Volume 2018
Shock and Vibration
Hindawi
www.hindawi.com Volume 2018
High Energy Physics
Advances in
Hindawi Publishing Corporation 
http://www.hindawi.com Volume 2013www.hindawi.com
The Scientific 
World Journal
8
Acoustics and Vibration
Advances in
Hindawi
www.hindawi.com Volume 2018
Hindawi
www.hindawi.com Volume 2018
Advances in  
Condensed Matter Physics
Optics
International Journal of
Hindawi
www.hindawi.com Volume 2018
Hindawi
www.hindawi.com Volume 2018
Astronomy
Advances in
 Antennas and
Propagation
International Journal of
Hindawi
www.hindawi.com Volume 2018
Hindawi
www.hindawi.com Volume 2018
 International Journal of
Geophysics
Advances in
Optical
Technologies
Hindawi
www.hindawi.com
Volume 2018
Applied Bionics  
and Biomechanics
Hindawi
www.hindawi.com Volume 2018
Advances in
OptoElectronics
Hindawi
www.hindawi.com
Volume 2018
Hindawi
www.hindawi.com Volume 2018
Mathematical Physics
Advances in
Hindawi
www.hindawi.com Volume 2018
Chemistry
Advances in
Hindawi
www.hindawi.com Volume 2018
Journal of
Chemistry
Hindawi
www.hindawi.com Volume 2018
Advances in
Physical Chemistry
International Journal of
Rotating
Machinery
Hindawi
www.hindawi.com Volume 2018
Hindawi
www.hindawi.com
 Journal ofEngineering
Volume 2018
Submit your manuscripts at
www.hindawi.com
